


















 

and wiring the product, the inlet and outlet terminals and N-phase should be strictly 

distinguished, and neutral lines should not be shared.

It is strictly prohibited to use this product under conditions beyond normal use, such as 

persistent moisture or condensation without appropriate precautions. Combustible or 

corrosive dust, expected short-circuit current out of range, high or low voltage, current 

exceeding rated current, high altitude, etc.

●

●This product can be reliably operated at rated voltage (85% ~ 110% Ue). When installing 

Due to line or load fault caused by the protection of electrical disconnection, should first 

remove the fault, and then give

●The load is energized.

● During the use of the product, general inspection should be carried out regularly (such a

●every three months of operation), and the power supply should be manually or 

automatically converted once to check whether the product is normal.

Fault analysis and elimination

Fault phenomenon Cause analysis Elimination method

on the controller panel

2 If the indicator is still blinking, 
contact the manufacturer.

Product display

First set the controller to manual 
state, manually operate the product 
to double, after the load fault is 
eliminated, then set the controller to 
automatic state or turn the handle to
 close.

The lower load is faulty

 trip alarm

No master is displayed 

The common faults and troubleshooting methods that may be 

encountered in the process of commissioning or use are shown in the table 

above. If the faults cannot be eliminated, please contact our after-sales 

service department in time.

The power supply of the 
loop to the controller is
 abnormal

Check whether the fuse on the controller 
panel is not installed or burned out, and 
eplace it. Check whether the line 
connection between the main loop and
 the controller is loose, and plug it tightly

The voltage is abnormal,
 but the double controller 
and the switch body 
check the connection
 between the controller 
and the switch body the
 automatic power 
transfer switch does 
not work

Check whether the connector 
between the controller and the switch

The line and circuit breaker 
power supply of the 
controller and switch 
body are faulty

 body is loose

The two trip indicators
 on the controller 
panel are blinking 

Check whether the power cable is 
connected to the circuit breaker power 
supply, and whether the bolts are 
tightened

1 Manual double product, take out the 
common and spare fuse tube on the 
controller,Re-install, the controller will 
automatically Restart;

simultaneously

a Mechanism is stuck
b Switch slider
c The switch handle is 
broken
d switch contact fusion 
welding
e The switch operation 
time is too long



Corporate commitment

(1) Improper use, maintenance or storage;
(2) Self-modification or improper maintenance;
(3) Damaged due to fall and installation after purchase;
(4) Earthquake, fire, lightning strike, abnormal voltage and secondary 
disasters and other force majeure. If you have any questions, please 
contact the distributor or our customer service department.

Under the premise that the user complies with the use and storage conditions 

and the product seal is intact, the company is responsible for free repair or replacement

 if the product is damaged or cannot be used normally due to manufacturing quality 

problems within thirty-six months from the date of production. If the warranty period is 

exceeded, repair shall be paid. However, if the damage is caused by the following 

circumstances, paid repair will be made even within the warranty period:

Customer service hotline: 400-826-8008



Product certificate

Name

Model

This product implements GB/T 14048.3 standard 
and is approved for delivery after passing inspection

Inspector

Date of inspection See Product or packaging

Manufactor: Delixi electric LTD

Address: No. 155 East Station Road, Liushi Town, Yueqing City, Zhejiang Province, 325604

TEL:

FAX:

Customer service hotline

Automatic switching appliance

CDQ3EHB


