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CDZ9-52/54P Series of small electromagnetic relays
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CDZ9-52/53/54P Series of small electromagnetic relays

 

CDZ9 5 2 P L Z D B

5 : 3~5A 2 : 2Group
3 : 3Group
4 : 4Group

L : LED

LS : LED

，Test button 
and mechanical 
indicator 
window

T : 6V

J : 12V

B : 24V

C : 36V

E : 48V

F : 110V

S : 127V

M : 220V

Q : 380V

 

2Z 2H 2D 3Z 3H 3D 4Z 4H 4D

5A 5A 3A

250VAC/30VDC

≤100mΩ

≥100,000 times

≥10 million times

Pull-in voltage（23℃）
DC:≤75%×Rated voltage

AC:≤80%×Rated voltage

Release voltage（23℃）
DC:≥10%×Rated voltage

AC:≥30%×Rated voltage

Maximum voltage（23℃） 110%×Rated voltage

DC DC6V～220V

AC
AC6V～380V

DC:0.9W   AC:1.2VA

≤20ms

≤20ms

1200VAC/1min(Leakage current1mA)

1200VAC/1min(Leakage current1mA)

1500VAC/1min(Leakage current1mA)

≥100MΩ(500VDC)

-25～+55℃

PCB Printed board type, socket type 

Small electromagnetic relay series Small electromagnetic relay series

Features

Laser Marking

The product  shell  is laser  marked , 
which  is  clear , wear -resistant , 
environmentally friendly and safe

High-brightness, long-life LED 
indicators ensure clear working 
status

Color buckle

Blue and red buckles can 

distinguish AC and DC coils to 

avoid product mixing.

Transparent shell

PC highly transparent material, 

the internal structure is clearly 

visible, and good product quality 

is visible

Mechanical indicator window

Action instructions are clear at a 

glance, improving safety during 

use

Test button

Equipped with startup and lock functions to 
improve testing efficiency

Multiple sets of contacts to choose from

2 groups  to 4 groups  of contact  specifications , plug-in and welding  installation 
methods to meet different usage needs

Selection guide

Technical Parameters

Contact

Form

Load

Maximum switching 
voltage
Contact resistance

Material

Electrical life

Silver alloy

Coil specifications

Coil power

Pick-up time

Release time

Medium pressure
 resistance

Between contacts 
of the same pole
Between different 
pole contacts

Contacts and coils

Installation method

Ambient temperature

Insulation resistance

D : DC 
Default: AC

Z : Convert         
H : Normal  open                             
D : Normal  close

P: Plug-in
W: Welding

Name Contact load Contact NO. Pinout form Sign Contact form Input voltage Coil voltage
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CDZ9-52/53/54P Series of small electromagnetic relays

6 150 40

×
Rated 
voltage
110%

≤75% ×
Rated 

voltage

≥10% ×
Rated 

voltage

0.9

9 100 90

12 75 160

24 37.5 640

36 25 1440

48 18.7 2560

110 8.2 13444

220 4 53778

6 200 10.5

×
Rated voltage

110%
≤80% ×
Rated 

voltage

≥30% ×
Rated 

voltage

1.2

9 133 23.6

12 100 42

24 50 168

36 33 378

48 25 672

110 10.9 3529

220 5.4 14116

380 3.1 42116

● CDZ9-52P ● CDZ9-53P

● CDZ9-54P

●

Shape and installation dimensions

  CDZ9-52P ●  CDZ9-53P

●  CDZ9-54P

CDZ9-52/53/54P Series of small electromagnetic relays

外形尺寸（单位： ）
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Small electromagnetic relay series Small electromagnetic relay series

Wiring diagram

Rated voltage
AC (V)

Rated current
±10（mA）

Coil
resistance
±10%（Ω）

Maximum continuous
applied voltage (V)

Pull -in voltage
(Max)

Release voltage
(Min)

Rated power
consumption
(W)

Coil specifications

Rated voltage
DC (V)

Rated current
±10（mA）

Coil
resistance
±10%（Ω）

Maximum continuous
applied voltage (V)

Pull -in voltage
(Max)

Release voltage
(Min)

Rated power
consumption
(W)
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CDZ9-62P Series of small electromagnetic relays
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5 Multiple sets of contacts to choose from  

4 High capacity

 

1  

 

2Z 2H 2D

10A

≤100mΩ

DC:≤75%×Rated voltage

AC:≤80%×Rated voltage

DC:≥10%×Rated voltage

AC:≥30%×Rated voltage

110%×Rated voltage

DC6V～220V

AC6V～380V

DC:0.9W   AC:1.2VA

≤20ms

≤20ms

1500VAC/1min(Leakage current1mA)

≥100MΩ(500VDC)

-25～+55℃

PCB Printed board type, socket type 

 

CDZ9 6 2 P L Z D B

6 : 7~10A 2 : 2Group         L : LED T : 6V

J : 12V

B : 24V

C : 36V

E : 48V

F : 110V

S : 127V

M : 220V

Q : 380V

CDZ9-62P Series of small electromagnetic relays

Small electromagnetic relay series Small electromagnetic relay series

Transparent shell

PC highly transparent material, 

the internal structure is clearly 

visible, and good product quality 

is visible

LED Indicator light

High-brightness, long-life LED 
indicators ensure clear working 
status

Laser Marking

The product  shell  is laser  marked , 
which  is  clear , wear -resistant , 
environmentally friendly and safe

2 sets of contact specifications, plug-in and welding installation methods to meet different usage needs

The product uses large-capacity 

contacts and a rated current of 10A, 

which effectively ensures the stable use 

of the product.

Technical Parameters

Contact

Form

Load

Maximum switching 
voltage
Contact resistance

Material

Electrical life

Silver alloy

≥100,000 times

≥10 million times

250VAC/30VDC

Pull-in voltage（23℃）

Release voltage（23℃）

Maximum voltage（23℃）

Coil specifications
DC

AC

Coil power

Pick-up time

Release time
Between contacts 
of the same pole
Between different 
pole contactsMedium pressure

 resistance
Contacts and coils

Insulation resistance

Ambient temperature

Installation method

1200VAC/1min(Leakage current1mA)

1200VAC/1min(Leakage current1mA)

D : DC 
Default: AC

Z : Convert
 H : Normal open 
D : Normal close

Selection guide

P: Plug-in
W: Welding

Name Contact load Contact NO. Pinout form Sign Contact form Input voltage Coil voltage

Features
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6 150 40

×110%
≤75% ×
Rated 

voltage

0.9

9 100 90

12 75 160

24 37.5 640

36 25 1440

48 18.7 2560

110 8.2 13444

220 4 53778

6 200 10.5

×
Rated  voltage

110%
≤80% ×
Rated 

voltage

≥30% ×
Rated 

voltage

1.2

9 133 23.6

12 100 42

24 50 168

36 33 378

48 25 672

110 10.9 3529

220 5.4 14116

380 3.1 42116

CDZ9-62P Series of small electromagnetic relays CDZ9-62P Series of small electromagnetic relays
外形尺寸（单位： ）
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Small electromagnetic relay series Small electromagnetic relay series

Shape and installation dimensions

Wiring diagram

Rated voltage ≥10% × 
rated voltage

Coil specifications

Rated voltage
AC (V)

Rated current
±10（mA）

Coil
resistance
±10%（Ω）

Maximum continuous
applied voltage (V)

Pull -in voltage
(Max)

Release voltage
(Min)

Rated power
consumption
(W)

Rated voltage
DC (V)

Rated current
±10（mA）

Coil
resistance
±10%（Ω）

Maximum continuous
applied voltage (V)

Pull -in voltage
(Max)

Release voltage
(Min)

Rated power
consumption
(W)
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PYF08A socket PYF11A socket PYF14A socket PTF08A socket

Load current 5A 5A 3A 10A

300V 300V 300V 300V

2.5kV 2.5kV 2.5kV 2.5kV

non-flammable PC non-flammable PC non-flammable PC non-flammable PC

QSn6.5-0.1 H65 H65 H65

CDZ9-52P

JQX-22F-2Z

CDZ9-53P

JQX-22F-3Z

CDZ9-54P

JQX-22F-4Z
CDZ9-62P

PF083A socket PF113A socket CDPYF08A-E socket CDPYF14A-E socket

10A 10A 10A 7A

300V 300V 300V 300V

2.5kV 2.5kV 2.5kV 2.5kV

non-flammable PC non-flammable PC non-flammable PC non-flammable PC

H65 H65 1.0 thick brass band+QSn6.5-0.1

JQX-102Z

JTX-2C

JQX-103Z

JTX-3C

CDZ9-52P

JQX-22F-2Z

CDZ9-54P

JQX-22F-4Z

Small electromagnetic relay series

Base
CDPYF08.5A-E socket CDPYF14.5A-E socket CDPTF08A-E socket

10A 7A 12A

300V 300V 300V

2.5kV 2.5kV 2.5kV

PA66 PA66 PA66

H65 H65 H65

CDZ9-52P

JQX-22F-2Z

CDZ9-54P

JQX-22F-4Z
CDZ9-62P

CDPRT08-E socket CDPRT05-E socket

8A 12A

300V 300V

2.5kV 2.5kV

PA66 PA66

H65 H65

JQX-14F-2Z JQX-14F-1Z

Small electromagnetic relay series

Appendix Appendix

Base

Type Type

Load voltage
Medium pressure 
resistance

Material

Clamp spring material

Adaptation relay

Type

Load current

Load voltage
Medium pressure 
resistance

Material

Clamp spring material

Adaptation relay

Load current

Load voltage
Medium pressure 
resistance

Material

Clamp spring material

Adaptation relay

Load current

Load voltage
Medium pressure 
resistance

Material

Clamp spring material

Adaptation relay

Type

1.0 thick brass band+QSn6.5-0.1


