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Auxiliary contact 
       

 
    

Coil frequency     Coil voltage
     

JZC4s 22 M

22：2NO+2NC 

31：3NO+1NC 

40：4NO+0NC

13：1NO+3NC

04：0NO+4NC

B：24V

...

M：220V/230V

...

Q：380V/400V

...

无：50Hz

7：50/60Hz

contact
order code

normally open NO normally close NC

2 2 JZC4s 22 *

3 1 JZC4s 31 *

4 0 JZC4s 40 *

1 3 JZC4s 13 *

0 4 JZC4s 04 *

   

Note：The * in the JZC4s ordering code can be represented by the coil voltage code.

Coil frequency 50Hz is a normal frequency and is not indicated in the model.

50Hz all coil voltages, 50/60Hz are also available.

Coil voltage code  
     
Coil voltage（V） 24 36 48 110 127 220/230 240 380/400 415 440

B C E F S M U Q L X

接线图

JZC4s-40 JZC4s-31 JZC4s-22

接线图

JZC4s-13 JZC4s-04

Product selection 
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Rated insulation voltage（Ui）

Agreed heating current（Ith）

Rated working current（Ie）

Contact assembly

Electrical life

Mechanical life

Operating frequency

ten thousand 
times

ten thousand 

 times

Times/hour

690

10

AC-15  380V:0.95

DC-13  220V:0.15

2NO+2NC、3NO+1NC、

4NO+0NC、1NO+3NC、0NO+4NC

110

1100

1200

Rated control circuit voltage（Us） 50Hz
24、36、48、110、127、

220/230、240、380/400、415、440

50/60Hz
24、36、48、110、127、

220/230、240、380/400、415、440

Pull-in voltage range
The installation inclination is ±22.5：85%~110%Us

The installation inclination is±5°：70%~120%

Release voltage range
 The installation inclination      ±                

CCC、

The installation inclination is±5°：

   is    22.5°：20%~75%Us 

20%~65%

Product certification CE

JZC4s contact relay

Product model

Technical parameter
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F4 top assist

F4 top assist

SK4 air delay

      head   
           
            
  

PC 
transparent 
dust cover
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■ 

75

107（contactor+size of FD6）

132（contactor+size of FT6)

Attachment installation diagram

Outline and mounting dimensions

JZC4s contact relay


