
D3 Mutual Inductor
LMZJ1-0.66 Current Transformer

Selection Guide
Product
 name

Rated voltae Accuracy class Secondary current (A) Inside diameter Rated loadPrimary current (A)

LMZJ1

C5:0.5级 5:5A C:5-3.75VAY:0.66KV 30:30A 35:φ35
C2:0.2级 D:10-3.75VA

5000:5000A E:15-3.75VA140:φ140
F:20-3.75VA

Product characteristics

 The core of the transformer is made of cold-rolled oriented silicon steel 

sheet, and the secondary winding is evenly wound along the annular core.

  The middle window is used for busbar winding

 The external transformer is made of unsaturated resin insulation

Technical parameter

口
P

o
w

e
r 

m
a

n
a

g
e

m
e

n
t 
s
y
s
te

m

National standard GB/T 20840.1&2

Accuracy class 0.5class、0.2class

Rated voltage 0.66KV

5-5000Rated primary current A

5Rated secondary current A

(See Table 1)Rated load

Allow long-term operation at 110% rated current

The secondary winding applied to the ground frequency voltage 3KV for 1min without breakdown flashover phenomenon

Table 1:LMZJ1-0.66 rated load

Rated load (VA)
Model number Current ratio (A)

0.5
Turns through the core

级

30 5 5-3.75

3 5-3.7550

2 5-3.7575

2 5-3.75100

1150 5-3.75

1LMZJ1-0.66 200 5-3.75

250、300 1 5-3.75

1 5-3.75400、500

600-1200 1 10-3.75
15-3.751500-2500 1

20-3.7513000-5000
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D3 Mutual Inductor
LMZJ1-0.66 Current Transformer

Dimensions and mounting dimensions (mm)

Type Current ratio(A) B C1A2 H C2A1

30/5-200/5 94 35 15 115 45 64

20250/5、300/5 97 43 119 45 64

400/
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5 53 20 121 46 64104

LMZJ1-0.66 500/5、600/5 116 63 24 119 45 64

750/5、800/5 82 24 45 64137 125

1500/5-2500/5 155 103 26 125 45 64

3000-5000 45 64216 138 40 150
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